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Little Parts. Big Difference.,




Fastening Products Group

Starrelse 5 metallynlase finish oversigt
Size b Metal Zippers Available Platings

Nummer Farve Finish Beskrivelse Kode Funktion )
) . ) Left-insert
No Colour Plating Explanation Code Function
Ikke-delbar Closed End v -
Messing
Delbar O, End
1 - G Brass RG — > >
To-vejs Movable v v
Ikke-delbar Closed End v =
Antikmessing
2 - GKB Antique Brass RGKB Delbar Open End v v
To-vejs Movable v v
|kke-delbar Closed End v -
Antiksglv
) : Delbar O, End
. s Antique Silver RGTH el v v
To-vejs Movable v v
Ikke-delbar Closed End v =
Sortoxideret
4 GK Black Oxides RGK Delbar Open End v v
To-vejs Movable v v
|Ikke-delbar Closed End v -
5 - R 'égggg; RR Delbar Open End N N
To-vejs Movable - v
Ikke-delbar Closed End v =
Antikkobber
; Delbar Open End v v
g s Antique Copper RGTX &
To-vejs Movable v Vv
|lkke-delbar Closed End v =
Ny anti-nikkel
o Delbar O, End
U - L New Anti-Nickel RMN i ] v v
To-vejs Movable v v
Ikke-delbar Closed End v -
Aluminium
Del 0] End
8 - A A/Um/n/um YAN - — = =
To-vejs Movable - v
Ikke-delbar Closed End v -
Matsglv
Delbar O, End
9 - MDS DU// S//Ver RMDS e ¥ ¥
To-vejs Movable v v
Ikke-delbar Closed End v o
Vintage-sglv
; ; Delbar O, End
10 - MKH Vintage Silver RMNKH elbar Open En v Vv
To-vejs Movable - -
RGKT |Ikke-delbar Closed End v -
Blanksort
. Delbar Open End
! - W Beokstny cRakKA) y ——
To-vejs Movable v v
RGK Ikke-delbar Closed End v =
Matsort
Delbar O, End
¢ - U wermac @Rk —
To-vejs Movable v v

Vigtigt: Oxideringsprocessen kan bevirke, at oxiderede lynlase afsaetter pletter pa lyst tgj. Det anbefales at teste dette inden produktion for at afklare eventuelle problemer.

Important Notice: A normal result of the oxidisation process is that oxidised zippers may leave a mark on light-coloured garments. Testing is recommended before production
to clarify this potential problem.

Vi anbefaler testning af lynlase til beklaedning inden pabegyndelse af den egentlige bearbejdning (farvning, vask m.v.).
Formalet med dette er at vurdere eventuelle ugnskede pavirkninger af lynlas eller beklaedning, sa parametrene kan andres, og disse pavirkninger undgas.
Vi anbefaler desuden brug af et metalbeskyttende eller isolerende stof for at begraense risikoen for ugnskede pavirkninger.

We recommend a pre-production trial on zippers to be used in garments subject to bulk processing (dyeing, washing etc.).
The purpose of the trial is to assess any undesirable effects on either the zipper or the garment, then to modify the parameters to prevent such effects.
We also recommend use of @ ‘metal protector’ or sequestering agent’ to minimise possible adverse effects.
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Fastening Products Group

Metallynlase starrelse 5 \etal Zippers Size 5
Standard skydere Standard sliders

DA8 DASLHD DFW DASDHR GSN6
DA8CR7 DAZ1(+bgijle) (+cover) DFNT2 ZA1 CAS8
DA8R203 DA8DR?7 DA8P1 DA8BT3 DU7
DA8BMSL1 DA8R25TR DA8DR4B DA8SDRB4




